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11
2" TYPE III BITUMINOUS CONCRETE BASE COURSE

EXISTING SUBBASE

ROADWAYDRIVEWAY

5' - 0" (TYP.)

CONCRETE SIDEWALK
5" FOR RESIDENTIAL DRIVES
8" FOR COMMERCIAL DRIVES

SLOPE VARIES - MATCH EDGE
AT SAWCUT PAVEMENT

S = 2% MAX

SLOPE VARIES (+/- 5% MAX)

11
2" TYPE IV BITUMINOUS CONCRETE WEARING COURSE

5' - 0" MIN.

CURB FLUSH WHEN ADJACENT
TO SIDEWALK RAMP

PAVEMENT
SURFACE

CURB

1"
7"
10" Min.
12" Max.

FINISH GRADE
3

1

20' - 0"

SLOPE TO MATCH EXISTING GRADE

5' MAX.

EXISTING PAVEMENT

EXISTING GRAVEL
SUBBASE

GRASS STRIP
6"2' - 0"

12"
MIN.

S=1/3"/FT. 6"

VERTICAL GRANITE CURB
COMPACTED SUBGRADE

8" COARSE GRADED CRUSHED
GRAVEL SUBBASE

12
"

12"

EXISTING GRAVEL
SUBBASE

VERTICAL GRANITE CURB2' - 0" MAX.

12"

8"

4" TOPSOIL, FERTILIZER,
SEED & MULCH

COMPACTED SUBGRADE

8" COARSE GRADED CRUSHED
GRAVEL SUBBASE

12
"

6"

4" TOPSOIL, FERTILIZER, SEED & MULCH

4" TOPSOIL, FERTILIZER,
SEED & MULCH

4" TOPSOIL, FERTILIZER,
SEED & MULCH

4" TOPSOIL, FERTILIZER, SEED & MULCH

4" TOPSOIL, FERTILIZER,
SEED & MULCH

4" TOPSOIL, FERTILIZER,
SEED & MULCH

PRIOR TO PAVING, COLD PLANE
EXISTING PAVEMENT 1-1/2" DEEP,
CLEAN JOINTS AND COAT WITH
EMULSIFIED ASPHALT

PRIOR TO PAVING, COLD PLANE
EXISTING PAVEMENT 1-1/2" DEEP,
CLEAN AND COAT WITH
EMULSIFIED ASPHALT

PRIOR TO PAVING, COLD PLANE
EXISTING PAVEMENT 1-1/2" DEEP,
CLEAN AND COAT WITH
EMULSIFIED ASPHALT

S=1/3"/FT.

6" 6"

6"6"
11

2" TYPE III BITUMINOUS CONCRETE
BASE COURSE

11
2" TYPE IV BITUMINOUS CONCRETE

WEARING COURSE

EXISTING GRAVEL
NEW PAVEMENT

1
4 (MIN)

1
3 (MIN)

VARIES

8" COARSE GRADED CRUSHED
GRAVEL SUBBASE

S = 4%

CONCRETE SIDEWALK ACROSS DRIVEWAYS
NTS

VERTICAL GRANITE CURB END SECTION
NTS

COARSE GRADED CRUSHED
GRAVEL SUBBASE

COARSE GRADED CRUSHED
GRAVEL SUBBASE

5'-0"

5" CONCRETE SIDEWALK

VAR.

EXISTING SUBBASE

Sta 19+25 to Sta 19+56 RT
Sta 29+16 to Sta 29+87 LT
Sta 32+09 to Sta 32+46 LT
Sta 36+79 to Sta 37+12 LT

4" TOPSOIL, FERTILIZER,
SEED & MULCH

COMPACTED SUBGRADE

8" COARSE GRADED CRUSHED
GRAVEL SUBBASE

6" 6"

1
4 (MIN)

1
3 (MIN)

4" TOPSOIL, FERTILIZER,
SEED & MULCH
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